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Installation instruction Witex ceraclic original  
 

 
 
(1) What tools do you need for laying the flooring? 
 
 
 
 
 
 
 

(2) If laying the flooring over several rooms, then please  
separate the surfaces in the door areas or at the transition 
points between different floorings with a Schlüter rail as known 
in the laying of tiles. 
The spacing to the rails should be 4-5 mm (0,16”-0,2”) and 
should be subsequently filled with silicone. Edging gaps to all 
adjacent components (pillars, walls, wall projections, radiator 
recesses etc.) should be 8-10 mm (0,31”-0,39”). Please work 

accurately, as some wall edgings only cover max. 12 mm (0,47”). This essential 
stretching distance must not be filled or occupied with electrical cables or similar 
objects. Room sizes of max. 400 m2 should not be exceeded, the maximum wall 
length being 20 metres (787,4”). 
 
 
The installation 
 
(3) After the subfloor is ready for laying or has been suitably 
prepared, lay a PE film as a vapour barrier for all mineral 
subfloors (not on wooden subfloors). The films must overlap 
by at least 10 cm (3,94”) and must be glued. Ceraclic is 
always equipped with an acoustic mat and therefore does not 
require an additional subfloor. 
 
 
(4) Generally lay the flooring in parallel to the main light source of your room. Ceraclic 
can be layed optionally on a 1/3 and 1/2 offset cross joint. 
 
 

   
 
 
 
 
 
(Examples: Fig. 4a cross joint, fig. 4b 1/3 offset, fig. 4c 1/2 offset) 
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(5) You can begin in the left corner of the room, as 
when laying laminate flooring. The springs of the 
Ceraclic panels should always face the wall. 
The first row is easy – lay out – position accurately! The 
plastic lock immediately engages. To release, make 
sure to use the tool provided. If you attempt to take up a 
panel without this tool, the destruction of the panel will 
be the result. 
 
 
 
Fit the last panel in a row as follows: 
 

(6) Turn the panel so that the two groove sides face one 
another and that 
the panel with the front side has a distance of 8 mm (0,31”) 
from the wall. 
 
 
 
 
(6a) Now saw the panel to length and fit it in. 
 
 
 
 
 
 
 

 
 
 
7/7a) You must now exactly measure the first panel of the second row, hereby the 
offset will give the length. The second panel of the second row is now pressed in to fit 
exactly against the first panel, then inserted into the longitudinal groove and 
positioned to exactly fit the groove at the face end. The plastic spring engages as 
soon as the second panel of the row lies flush with the first. Work in front of the 
surface as long as possible. 
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8) The last row is fitted in and locked. 
 
 
 
 
 
 
 

 
(9) Observe Ill. 9 for pipe conduits. 
 
 
 
 
 
 
 

 
 
(10) Existing wooden door frames can be shortened. Also 
ensure that there is an adequate expansion gap of at 
least 8 mm (0,31”) under the door. If the panel cannot be 
inserted at the required joining angle, then join them 
together while they are lying flat. If the door frames are 
not shortened, an expansion joint must be created 
between the ceraclic flooring and the door frame of at 
least 4-5 mm (0,16”-0,2”). 
In exceptional cases the locking strip must be removed 
and the panels must then be horizontally pressed 
together and glued with a mounting adhesive. Example: 
very narrow room with two opposite door frames. 
 

 
(11) Wall unevenness  
• The first flooring row must sometimes be adjusted to an uneven 
wall. To this end, first adjust the panels to the contour of the wall. 
Do not forget the gap of 8 mm (0,31“). 
• Lay the adapted flooring panels again from left to right. 
 
 
 

 
(12a/b) Loosening of the joints 
To release the face end, use the Witex 
releasing tool. As an alternative, you can 
release the face end as follows: Horizontally 
push the panels apart at the face end. 
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(13) Finishing Work 
• Remove all spacer blocks 
• Lay the skirting boards, remembering to never fasten them to 
the floor. 
• Settling gaps in front of pipes, etc., are covered with rosettes 
or ealed with a durable elastic joint paste. 
• At points where no profile or base strips can be laid, the 
border gaps must be sealed with a durable elastic substance 
(Use 6 mm (0,24”) filler twine, foam cord). 
 
 
 

(14) Filling 
First fill the skirting board joints. 
The surface is filled using the joint filler.The surface must 
then be allowed to set for 12 hours. 
 
 
 
Only then may the protective film be removed.  
 
 
 

 
 
 
 


